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Sani-Tech® SPT-60L 

mm mm mm MPa

SPT60L-020-2 0.020 0.5 0.146 3.7 0.063 1.6 1.37

SPT60L-031-1 0.031 0.8 0.094 2.4 0.031 0.8 *0.95

SPT60L-031-2 0.031 0.8 0.157 4.0 0.063 1.6 1.11

SPT60L-047-157 0.047 1.2 0.157 4.0 0.055 1.4 1.16

SPT60L-047-2 0.047 1.2 0.172 4.4 0.063 1.6 1.20

SPT60L-063-1 0.063 1.6 0.125 3.2 0.031 0.8 0.78

SPT60L-063-157 0.063 1.6 0.157 4.0 0.047 1.2 0.98

SPT60L-063-2 0.063 1.6 0.188 4.8 0.063 1.6 *1.15

SPT60L-079-204 0.078 2.0 0.204 5.2 0.063 1.6 1.00

SPT60L-094-2 0.094 2.4 0.219 5.6 0.063 1.6 0.92

SPT60L-125-1 0.125 3.2 0.188 4.8 0.031 0.8 0.46

SPT60L-125-2 0.125 3.2 0.250 6.4 0.063 1.6 0.78

SPT60L-125-268 0.125 3.2 0.268 6.8 0.072 1.8 0.84

SPT60L-157-315 0.157 4.0 0.315 8.0 0.079 2.0 0.78

SPT60L-187-1 0.188 4.8 0.250 6.4 0.031 0.8 0.31

SPT60L-187-2 0.188 4.8 0.313 7.9 0.063 1.6 0.59

SPT60L-187-346 0.187 4.7 0.346 8.8 0.080 2.0 0.70

SPT60L-187-3 0.188 4.8 0.375 9.5 0.094 2.4 0.78

SPT60L-187-4 0.188 4.8 0.438 11.1 0.125 3.2 0.92

SPT60L-197-4 0.197 5.0 0.472 12.0 0.138 3.5 0.94

SPT60L-236-394 0.236 6.0 0.394 10.0 0.079 2.0 0.58

SPT60L-250-1 0.250 6.4 0.313 7.9 0.031 0.8 0.23

SPT60L-250-2 0.250 6.4 0.375 9.5 0.063 1.6 0.44

SPT60L-250-3 0.250 6.4 0.438 11.1 0.094 2.4 *1.15

SPT60L-250-4 0.250 6.4 0.500 12.7 0.125 3.2 0.79

SPT60L-313-2 0.313 7.9 0.438 11.1 0.063 1.6 0.37

SPT60L-313-3 0.313 7.9 0.500 12.7 0.094 2.4 0.54

SPT60L-313-488 0.313 8.0 0.488 12.4 0.088 2.2 0.50

SPT60L-315-472 0.315 8.0 0.472 12.0 0.079 2.0 0.46

SPT60L-375-2 0.375 9.5 0.500 12.7 0.063 1.6 0.34

SPT60L-375-3 0.375 9.5 0.563 14.3 0.094 2.4 0.48

SPT60L-375-4 0.375 9.5   0.625 15.9 0.125 3.2 0.58

SPT60L-438-3 0.438 11.1   0.625 15.9 0.094 2.4 0.40

SPT60L-500-2 0.500 12.7   0.625 15.9 0.063 1.6 0.23

SPT60L-500-4 0.500 12.7   0.750 19.1 0.125 3.2 *0.43
*  

 = ASTM D1599
 = 
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ANSI II

 USP <788> 

 USP<85> <161>

 ISO11737-1

ValPlus™  https://www.biopharm.saint-gobain.com/valplus
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